
Technical Sheet for printing File Preparation 
 
Dear client,  
Owing to the production procedures (UV-offset, screen printing) applied in our company 
we – at least partially – request a special file preparation. For a flawless processing of 
your data and in order to prevent follow-up costs we kindly ask you to respect the 
following instructions: 
 

 For any lenticular product such as a flip-effect-printing or a 3D-printing we ask 

you to use the particularly developed technical sheet for that kind of file 

preparation. We are happy to send you the technical sheet on request. 

 The printing file should be sent as a PDF/X-3 file, which should include all 

parameters of value for the printing process. At the same time you may send 

editable files so that if corrections are needed we are able to execute them fast, 

on cost-effective terms and according to prior agreement. 

 The file creation should generally happen based on UCR (under colour 

removal) adjustments. In UV-offset the total ink coverage in dark printing areas 

should not exceed 300%. 

 Please consider adding bleed for trimming and die-cutting outlines. As a general 

rule 3 mm should be enough. 

 In case your product foresees a selective white opaque covering (e.g. on 

transparent material), the client must create a spot colour layer equal to varnish 

layers or die-cutting outline layers. If the opaque white applied in your product is 

a screen printing ink, please consider the exigence of reducing the original size 

of the opaque white frame/outline about 0.2 mm. 

 Colour pixel images must have at least 200 ppi respective their final output size. 

The ideal resolution is 300 ppi. Bitmap images (line artwork) should at least 

have a resolution of 1200 ppi. Lower resolutions will consequently lead to loss 

in quality. 

 Please create the colours (CMYK, HKS, Pantone …) with their final printing 

values in the document. It is imperative to create spot colours with their 

designated layers and settings. Not used colours should be eliminated in the 

colour range of the document. 

 A high JPEG-compression of images can lead to loss in quality – this includes 

PDF-files. 

 In case you should send editable files we would need the fonts and linked 

images and illustrations. 

 Editable files must be accessible with the following programs: Quark Xpress (up 

to version 6.5), Adobe Indesign, Adobe Illustrator or Adobe Photoshop. 

Optionally we can edit files that are saved as *.EPS. 

 Additionally to the printing files we need a colour-consistent proof for a colour 

accuracy during the production in press printing. This can be created based on 

POS (DIN ISO 12647-2). We have to point out that our applied printing 

procedures, our printing substrates as well as our applied printing process 

parameters are not covered by the ISO 12647-2, which is why we strive to 

achieve the given values but cannot guarantee them. 

 Since we expect receiving correct and printable final files, an approval-PDF will 

not be sent automatically. Should you need a PDF for approval anyways please 

communicate this need to your designated customer service representative. 

 All information needed for file transfer we can provide on demand. 

 One helpful hint: You can free download very competent information to the topic 

“PDF & Colour Management for the Design & Prepress Area” on 

www.cleverprinting.de 

For further questions to the above detailed information please do not hesitate to contact 
our customer service. 
  
  

 

http://www.cleverprinting.de/

