
Data Sheet Magnetic Signs 
 
 
 

Fixation 
• Before placing the magnetic sign, the support surface must be absolutely dry, 

clean and dust-free. 
• Hold the magnetic sign above the selected surface and then lower;  

do not push (to avoid scratches). 
• Do not attach to moldings or sharp profile edges. 
• Never apply the magnetic signs on freshly painted or polished surfaces;  

let the painting harden well first. 
• Caution: For metallic paintings and new paintings, the magnetic film  

and the support surface must be cleaned and kept dry daily. 

 
Maintenance 

• Clean only with mild water-based agents; under no circumstances should it  
be cleaned with solvents or solvent-containing liquids. Depending on the 
outside temperature, the cleaning should be done at least once a week,  
in midsummer every two days. 

• Magnetic signs must be removed before each wash up (manual wash up as 
well as in a car wash plants). 

 
Storage 

• Magnetic signs have to be stored flat, in order to avoid "dog-ears", e.g. on a  
flat metal cupboards or on a metal door, but never on profile surfaces or 
radiators. 

• Kinking, creasing or rolling up can significantly reduce the usability.  
If rolling up should be necessary, the magnetic side should always be inside  
(do not roll it tighter than Ø10 cm). 

General 
• The magnetic signs are sealed on the magnet side for protection. Summery 

temperatures, temperature fluctuation as well as constant multi-day use of the 
signs on the vehicle can lead to condensation water on the interface. This may 
possibly cause an agglutination of the sign and the lacquer. To avoid such 
hazards, magnetic signs should be removed overnight or during disuse. During 
the day the magnetic sign should be removed at least once and put back on. 

• For car bodies which have been primed or painted several times in succession, 
the magnetic adhesion is significantly reduced. 

• Cracks occur only with improper use.  


